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COMMON AMISTCO STRUCTURED
GRID PACKING APPLICATIONS

HIGH CAPACITY OR HIGH
EFFICIENCY OPTIONS

INSTALLATION BASICS

With limited liquid hold-up and minimum pressure
drop, Style 2 AMISTCO Structured Grid Packing is
designed for high capacity applications. AMISTCO
Style 2 can be used as a direct replacement for 
Koch-Glitsch FLEXIGRID     Style 2.
AMISTCO Style 3, is designed for higher e�ciency
and can be used as a direct replacement for  
Koch-Glitsch FLEXIGRID     Style 3 or GLITSCH GRID
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Flue Gas Absorbers/Scrubbers

Edible Oil Deodorizers
Steel Mill Quench Columns & Humidi�ers

Cracked Gas Quench Towers

Coker Fractionators and Scrubbers

Visbreaker Fractionators

Fluid and Thermal Cracking Fractionators

Lube Vacuum Towers

Vacuum Crude Towers

Atmospheric Crude Towers

Reactor O�-Gas Scrubbers

EF-25A

Each adjacent layer is rotated 45    to create a torturous
path for the vapor and liquid which ensures e�ective

AMISTCO Structured Grid Packing is available in a 
wide range of stainless and carbon steels and 

vapor/liquid contact. Support grids are generally
used if the tower diameter exceeds 5 ft. (1.5m).  
Intermediate support beams are placed under the 
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support grid for larger diameter columns. A full 360

support ring is required under the support grid. 
The bottom layer of the grid packing clamps  
directly to the support structure. 

For special applications, AMISTCO provides  
complete installation details to optimize  
your structured grid packing performance.

weldable alloys.

°

°

COLUMN I.D.: 23.62”

PACKING O.D.: 22.82”
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